	White Box 510D Desktop Computer



	BASE SYSTEM SPECIFICATIONS

	Processor 
	Intel® Pentium® 4 1.80 GHz and above; Celeron® 1.70 GHz and above

	Memory
	Two DIMM slots supporting 128MB to 1GB 266MHz Double Data Rate Non-ECC SDRAM. 128MB, 256MB and 512MB memory modules available (shared when using integrated graphics). Up to 48MB of graphics memory may be allocated to support Intel Extreme Integrated Graphics

	Chipset
	Intel® 845G with ICH4

	System Information
	· Data bus width: 64 bits

· Address bus width: 32 bits
	· DMA channels: Seven

· Interrupts: 24
	· System clock: 400 or 533MHz quad-data rate;  100 MHz or 133 MHz (matches external bus speed)

	Networking
	Integrated Intel® PRO/100 M 10/100 Mbps Ethernet – Intel® 82551QM

	Audio
	Integrated AC97 2.2 compliant codec

	Controllers
	Integrated ATA/100 Dual Channel, Bus Master EIDE Hard Drive Controller
Integrated floppy diskette drive support

	External I/O Ports
	6 USB 2.0 (2 front, 4 rear)

1 Ethernet (RJ45)

1 serial (9-pin) (16550 compatible)
· Optional second serial port
	1 parallel (25-hole, bidirectional)

1 VGA out (15-hole)

1 mouse (6-pin mini-DIN PS/2)
1 keyboard (6-pin mini-DIN PS/2)
	1 Stereo Line-in (minijack)

1 Microphone-in (minijack)

1 Speakers/Line-out (minijack)

1 Headphone (minijack – front)

	Internal I/O Ports
	Primary EIDE (40-pin)


Secondary EIDE (40-pin)
	Diskette drive (34 pin) 

Fan (3 pin)
	PCI 2.2 (120 pin)

AGP 4X

	Limited Warranty Options
	Base: 1 Year limited parts only warranty
, no labor re-imbursement

Optional: 3 Year limited parts only warranty, no labor re-imbursement 

	

	LIGHT GRAY 3 SLOT DESKTOP CHASSIS

	Expansion Slots
	2 PCI (½ length) up to 4.2”Hx6.95”L,

1 AGP (Low profile) up to 2.5”Hx6.6”L 

	External 3.5” Diskette Bays
	1

	External 5.25” Bays
	1

	Internal Drive Bays
	1-1” x 3.5” Hard Drive Bay

	Branding Provision
	1.00” X 1.00” depression on front and sides (in vertical orientation)

Additional 3.35" X 1.75" depression on sides (in vertical orientation)

	Power Supply 
	180W (Manual Switching)

	Dimensions

	Vertical Orientation

(W x D x H)
	4.17” x 15.86” x 15.84” 

10.6cm x 40.3cm x 40.2cm

	Weight (includes 1-HDD, CD-ROM, FDD)
	~21.5 lbs.

	

	PERIPHERAL OPTIONS

	Graphics Cards 
	New Improved Intel Extreme integrated graphics utilizing up to 48MB of system memory - 32MB with 128MB of system memory, 48MB with 256MB and above of system memory

· Optional DVI Adapter card for integrated graphics for Flat Panels, 32 MB ATI DDR Radeon 7500, 32 MB ATI Radeon VE multimonitor card with Appian Hydravision and support for both VGA and DVI interfaces

	Modems
	V.92
 PCI Data/Fax Modem for Windows

	Floppy Drive
	3.5" 1.44MB diskette drive standard

	Hard Drive
	Enhanced IDE – S.M.A.R.T. II (self-monitoring analysis and reporting technology)

20GB
, 40GB, 80GB 7200RPM 

	CD-ROM
	48X Max EIDE standard

	CD-RW (Re-Writeable Compact Disk) 
	24X/8X/40X Max
 and 40X/8X/40X 

	DVD ROM 
	16X Max DVD equivalent to 108X Max CD ROM data rate


	CD-RW/DVD ROM Combo Drive
	Combines 32X/10X/40X Max CD-RW functionality with 12X Max DVD capability

	Audio Options

	Audio Cards
	Creative Labs™ Soundblaster Live!™ Audio Card

Including External connectors for Microphone, stereo input & stereo output for amplified speakers

	Audio Speakers
	harmon kardon 206 Speakers 

	Input/Output Device Options

	Keyboard
	104-key PS/2 Keyboard, Gray  (no vendor branding)

	Mouse
	2-Button PS/2 Mouse, Gray (no vendor branding)

	Monitors
	Optional: 17 inch Gray, 0.27 mm Dot Pitch,15.98 Viewable Image Size  (no vendor branding); select third party monitors


	OPERATING SYSTEM SUPPORT

	Factory Installed Operating Systems 
	Microsoft® Windows® 2000 

Microsoft® Windows® XP Professional
	Microsoft® Windows® XP Home




�	For a complete copy of our guarantees and limited warranties, please write Dell U.S.A. L.P., Attention: Warranties, One Dell Way, Round Rock, TX 78682


�	Download speeds limited to 53 Kbps. Upload speeds are less (in the 30Kbps. range) and vary by modem manufacturer. Speeds also vary depending on line conditions. Analog phone line and compatible server equipment required.


�	For hard drives, GB means 1 billion bytes; total accessible capacity varies with operating environment.


�	Values represent constant linear velocity.  AX/BX/CX, where A = CD-R Write speed, B = CD-RW Write speed, and C = CD-ROM Read performance


�	CD-ROM 1X = 150KB/sec, DVD-ROM 1X = 1350KB/sec





